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SECTION A-A

AA

3" MIN.

2" PIPE

PROTRUSION

PVC DROP PIPE OF DIAMETER

APPROPRIATE TO DROP BOWL SIZE PER

MANUFACTURER'S SPECIFICATIONS

CONCRETE

BACKFILL

INSTALL 45 DEG

FITTING

RELINER® OR APPROVED EQUAL STAINLESS

STEEL STRAPS SECURED TO STRUCTURE

WITH STAINLESS STEEL FASTENERS, AT 4'

INTERVALS (MIN. OF 2)

EXTERNAL PIPE COUPLER

RUBBER BOOT

RELINER® OR APPROVED

EQUAL INSIDE DROP BOWL

SECURED WITH STAINLESS

STEEL FASTENERS

FINISHED GRADE

KOR-N-SEAL OR APPROVED

EQUAL MANHOLE ADAPTER (TYP.)

SLOPE SHELF

AS REQUIRED

FI
LE

N
AM

E:
 y

:\
in

te
r-

de
pa

rt
m

en
ta

l\d
ev

el
op

m
en

t e
ng

in
ee

rin
g 

pr
oj

ec
ts

\p
ub

lic
 w

or
ks

 st
an

da
rd

s\
2.

0 
pw

s r
ev

isi
on

 c
op

y\
de

ta
ils

\3
00

_w
as

te
w

at
er

\w
as

te
w

at
er

 c
ad

\3
01

.d
w

g,
 P

lo
tt

ed
 3

/8
/2

02
1 

3:
05

 P
M

, B
y:

 K
im

be
rly

 B
og

er
t, 

AN
SI

 F
U

LL
 B

LE
ED

 A
 (8

.5
0 

X 
11

.0
0 

IN
CH

ES
)

PWS VERSION:

STANDARD INSIDE DROP MANHOLE

JAN 2019

301

AJT

MARCH 2021



FLOW

NOTES:

1. THIS DESIGN TO BE USED FOR ALL

DROPS 2 FEET AND LESS.

PARTIAL TOP VIEW

SECTION A-A

AA

CLASS "B"

PIPE ZONE

IMPORTED SELECT (CRUSHED AGGREGATE)

BACKFILL COMPACTED TO 95% M.D.D. PER ASTM

D1557, OR C.D.F. AS REQUIRED.

6" MIN THICKNESS

OF 3/4"- COMPACTED

CRUSHED ROCK

KOR-N-SEAL

OR APPROVED

EQUAL (TYP.)

FORM CHANNEL WITH PCC

SMOOTH TO CONCRETE PIPE

INTERNAL FINISH.

4,000 PSI PCC

SLOPE SHELVES

1:12 TYP. MIN.

3"

3"

2' MAX.

30°

MINIMUM OF 12" WALL

BETWEEN PIPES
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